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AS2363
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Spécifications techniques

General
Addressing method DIP Switches
Monitoring Sound output

Electrical
Power supply type Loop powered

Physical
Colour Red
Mounting type Ceiling mount, Wall mount
Mounting position Ceiling, Wall
Mounting base Shallow
Material High impact polycarbonate

Environmental
Vandal proof No
Environment Indoor

Regulatory
Compliancy CE, REACH, RoHS 2, WEEE
Certification EN54-3

Produits compatibles
Catégorie Référence Description
Notification
device

AS2363W 2000 Series Loop Powered Sounder,
Multi-Tone, Shallow Base - (WHITE)

Notification
device

AS2364 2000 Series Loop Powered Sounder,
Multi-Tone, Deep Base

Notification
device

AS2364W 2000 Series Loop Powered Sounder,
Multi-Tone, Deep Base - (WHITE)

Notification
device

AS36RIM Sounder Beacon Rim With "Fire" Text
(English)

Notification
device

DB2368IAS-W 2000 Series sounder base with isolator
(white)

En tant que société d'innovation, Kidde Global Solutions se réserve le droit de modifier les

spécifications des produits sans préavis. Pour les dernières spécifications du produit, visitez le site

web fr.firesecurityproducts.com ou contactez votre représentant commercial.
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